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Aerial of Site: WSA-287, Coopers Bottom Rd, Milton



Name:

WSA #: WSA-288

KHC/IDNR #:

Property Address: Coopers Bottom Road, Milton

Property Type: House

Date Built: c.1910

Date Modified:

Original Usage: Single Residence

Present Usage: Single Residence

Ownership: Private

Owner’s Name:

Owner’s Address:

Condition: Fair 

Description: WSA-288 is a one-story, two-bay (d/w) house that is topped by an end gable roof covered in asphalt 
shingles.  The residence sits on the south side of Coopers Bottom Road and is oriented to the northeast.  It is clad in 
weatherboard siding and rests on a continuous, poured concrete foundation.  An inset porch adorns the front façade.  It 
is supported by square, wood post and spindle.  The porch decking is wood.  The fenestration pattern appears 
unaltered and all the windows are 2/2 double hung sash variety. 

Other Buildings/Forms: N/A

History:

Comments:

Recommendations: 

Not Individually Eligible - The structure is not a particularly outstanding example of an early twentieth century residential 
architecture. Archival research did not yield information associating the site with a significant person or event in history.  
As a result, this site does not appear individually eligible for listing in the NRHP under Criterion A, B, or C.

View: Southwest

Construction Method: Frame
Foundation: Poured Concrete
Wall Material: Weatherboard Siding
Roof: Asphalt Shingle

Field Recorded by Robert Ball, Wilbur Smith Associates – Apr. 24, 2009



Aerial of Site: WSA-288, Coopers Bottom Road, Milton



Name:

WSA #: WSA-289

KHC/IDNR #:

Property Address: 1012 Coopers Bottom Road,
Milton

Property Type: House

Date Built: c.1930

Date Modified:

Original Usage: Single Residence

Present Usage: Single Residence

Ownership: Private

Owner’s Name:

Owner’s Address:

Condition: Excellent 

Description:  WSA-289 is a one-story, four-bay (w/d/d/w) house that is topped by a side gable roof covered in new 
metal sheeting.  The residence sits on the south side of Coopers Bottom Road and is oriented to the north.  The house 
is clad in vinyl siding and the foundation has recently had brick applied to it.  A full-width porch is  inset on the front 
façade.  The roof is supported by square, metal columns.  A metal balustrade is present. The fenestration pattern 
appears unaltered; however the windows are modern replacements. A frame addition is located on the rear façade.  It 
is topped by a gable roof and clad in vinyl siding.   

Other Buildings/Forms: There is one outbuilding associated with the main residence.  It is topped by an end gable 
roof and clad in asbestos shingle siding.

History:

Comments:

Recommendations: 

Not Individually Eligible - The structure is not a particularly outstanding example of an early twentieth century residential 
architecture. Modifications to the house have compromised the integrity necessary to convey its significance. The 
historic qualities of design, materials, workmanship, and feeling have been diminished by the vinyl siding, replacement 
windows, new metal roofing, new brick applied to the foundation and rear addition. Archival research did not yield 
information associating the site with a significant person or event in history.  As a result, this site does not appear 
individually eligible for listing in the NRHP under Criterion A, B, or C.

View: Southeast

Construction Method: Frame
Foundation: Brick
Wall Material: Vinyl Siding
Roof: New Metal Sheeting

Field Recorded by Robert Ball, Wilbur Smith Associates – Apr. 24, 2009
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Aerial of Site: WSA-289, 1012 Coopers Bottom Rd, Milton



Name:

WSA #: WSA-290

KHC/IDNR #:

Property Address: 696 Coopers Bottom Road,

Milton

Property Type: House

Date Built: c.1940

Date Modified: Single Residence

Original Usage: Single Residence

Present Usage: Private

Ownership:

Owner’s Name:

Owner’s Address:

Condition: Fair 

Description: WSA-290 is a one-story, three-bay (w/d/w) house that is topped by a side gable roof covered in standing 
seam metal.  The residence sits on the south side of Coopers Bottom Road and is oriented to the north.  It is clad in 
asbestos shingle siding and rests on a continuous, poured concrete foundation. The fenestration pattern appears 
unaltered and the windows are original.  An interior brick chimney is present.  

Other Buildings/Forms: N/A

History:

Comments:

Recommendations: 

Not Individually Eligible - The structure is not a particularly outstanding example of a mid twentieth century residential 
architecture. Archival research did not yield information associating the site with a significant person or event in history.  
As a result, this site does not appear individually eligible for listing in the NRHP under Criterion A, B, or C.

View: Southwest

Construction Method: Frame
Foundation: Poured Concrete
Wall Material: Asbestos Shingle Siding
Roof: Standing Seam Metal

Field Recorded by Robert Ball, Wilbur Smith Associates – Apr. 24, 2009



Coopers Bottom Rd

Aerial of Site: WSA-290, US 421 Milton-Madison Bridge 



Name:

WSA #: WSA-291

KHC/IDNR #:

Property Address: Coopers Bottom Road, Milton

Property Type: House

Date Built: c.1940

Date Modified:

Original Usage: Single Residence

Present Usage: Single Residence

Ownership: Private

Owner’s Name:

Owner’s Address:

Condition: Fair 

Description: WSA-291 is a one-story, three-bay (w/d/w) house that is topped by a side gable roof covered in standing 
seam metal.  The residence sits on the north side of Coopers Bottom Road and is oriented to the south.  It is clad in 
asbestos shingle siding and rests on a continuous, poured concrete foundation. The fenestration pattern appears 
unaltered and the windows are original.  An interior brick chimney is present.  

Other Buildings/Forms: N/A

History:

Comments:

Recommendations: 

Not Individually Eligible - The structure is not a particularly outstanding example of a mid twentieth century residential 
architecture. Archival research did not yield information associating the site with a significant person or event in history.  
As a result, this site does not appear individually eligible for listing in the NRHP under Criterion A, B, or C.

View: Northwest

Construction Method: Frame
Foundation: Poured Concrete
Wall Material: Weatherboard
Roof: Standing Seam Metal

Field Recorded by Robert Ball, Wilbur Smith Associates – Apr. 24, 2009
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